
CEILO>get algorithm

NOISE SCALE: 1.7
MINIMUM SUM: 30
MINIMUM EXTCO: 6.0

CEILO>get data_acq

AUTOADJUSTMENTS: ON
DATA-ACQ. INTERVAL: 15 SEC.
RECEIVER
GAIN: H
BANDWIDTH: N
SAMPLING RATE: 10 MHz
TRANSMITTER
LENGTH OF PULSE: L
POWER OF PULSE: 194
QUANTITY OF PULSES: 64K
COMPENSATION
COARSE COMPENSATION: 11
FINE COMPENSATION: 167

CEILO>get factory

FACTORY
BEAMSPLITTER: 100%
IN LASER: 182
OUT LASER: 1150
COARSE COMP.: 13
FINE COMP.: 125
PROFILE DC: NONE
REC INDEX: NONE
RECEIVER TEST VALUE: 408
CLEAN WINDOW: 205mV

CEILO>get message

MESSAGE
ANGLE CORRECTION: ON
HEIGHT OFFSET: 0 m
NOISE H2 COMPENSATION: ON
PORT: DATA
PROFILE SCALE: 100%
TYPE: 2
UNITS: METERS
MODE: AUTOSEND
WARNING DELAY: 5 MIN

CEILO>get port

MAINTENANCE PORT BAUDS: 9600, E71
DATA PORT BAUDS: 9600, E71
DATA PORT INTERFACE: RS-232
YOU ARE USING: DATA PORT

CEILO>get info



CT25K 2.11 1999-09-21
CTLIB 2.01 1999-09-21
CTCLI 2.01 1999-09-21

CEILO>get status
VOLTAGES (UNIT 0.1V)
P12 125 M12 -121 P5G 54 M5G -53 VCA 238
P13 129 M13 -123 P5R 49 M5R -50 BAT 132
P18 175 PHV 2289 PFB 15 P65 735 CHA 133

RECEIVER TRANSMITTER
GAIN H PLEN L
BAND N PQTY 64K
SAMP 10MHz OUT 1179mV
SENS OK SENS 102%
COMP 011 167 IN 194

TEMPERATURES ENVIRONMENT
BLOWER +32C WINDOW 200mV 97%
CPU +48C RADIANCE 93mV
LASER +44C ANGLE -2DEG
LENS +42C HUMIDITY NONE
OUTSIDE +27C
INHEATER OFF OUTHEATER OFF BLOWER OFF

CEILO>get unit_id

UNIT ID: M

CEILO>advamced
PASSWORD ACCEPTED!

CEILO> get values others recvalue

RECEIVER TEST VALUE: 327 = 80%

CEILO>get dmc_sn
DMC FACTORY SERIAL NO.: 34146

CEILO>get vlim

VLIM: 50%

CEILO>close


