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UN-PACKING INSTRUCTIONS

Tool Requirement’s :

ratchet with 3/4” deep socket
#1 phillips screw driver -
Site Supplied Wheel Set

I) Remove Packaging ;

1. Lid;
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remove staples attaching lid to side’s .
remove lid . .
temove 2 inner lid braces .

2. Main Carton ;

II') Inspect Unit ;

remove all phillips head screws in woed strips around base of box
remove strips of wood .

remove main box .

remove straps holding ramp to frame .

1. Tip&Tell;
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two ‘T&T labels are mounted on frame .

located inside behind front door’s .

if activated , Notify Supplier ASAP.

2. Drop & Tell;

one located adjacent to the ‘T&T
if activated , Notify Supplier ASAP.

3. Look for the following damage ;
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cracked bezel(s) in center or around hinges .
dent’s in door’s .

.dent in side panels .

dents in top of frame .

dent’s in MFFU

warped mounting holes in base of fxame
any loose part’s in or around frame .

III ) Remove Frame from Paliet .
1. Transport Bolt’s ;
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2. ‘Ramp;
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open door’s .
remove four 3/4” nuts and washers from base of frame .

push carriage bolit’s through pallet .

lay ramp on beveled edge of frame .
beveled edge of ramp towards floor .
secure with three included lag boit’s .

3. Removal of frame ;

NOTE :

attach site supplied set of wheels pkcr~ INSTALLERS procedure .
Wheel set’s notinciuded .

4. Roll unit off of pallet .
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