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Author: Dick Hart

Changing the Manus SKYRAD Zeno Logger Configuration

l. Purpose:

This procedure changes the Manus SKYRAD Configuration to eliminate the
erroneous global dome thermistor values. The procedure describes the steps to
change the incorrect coefficient and the configuration version number, steps to save
the new configuration number to EEPROM, and how to properly exit the system.

[I. Cautions and Hazards:

None.

lll.  Requirements:

None.
Procedure:

A. Steps:
1. Connet to skyrad using telnet, terminal, hyperterminal
2. Enter “u<cr>"to bring up Zeno User Menu.

3.  Enter “z<cr>" and the password “zeno<cr> “ to go into Zeno
Program Menu.

Enter “p<cr>" to go the Process Menu.

Enter “j7<cr>" to go to process step 7.

Enter “c10/9972<cr>" to change the erroneous coefficient.
Enter “z<cr>" to return to the Zeno Program Menu.

Enter “d<cr>" to enter the Data Output Menu.
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Enter “j4<cr>" to go to data output line 4.

10. Enter “c3/Vyymmdd.00<cr>" where yy is the year (00), mm is the
month, and dd is the day of the month.

11. Enter “z<cr>"to return tot he Zeno Program Menu.
12. Enter “e<cr>" to save the change to EEPROM.
13. Enter “r<cr>" and then “y<cr>" to reset the system.

If step 13 is omitted (resetting the system) the Zeno bug will
cause problems.

14. Wait for the following response from the Zeno:
The system will now reset. Please wait.
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15.
16.

A. References:

None.

Searching for flash logging memory...
Found Chip #1.
Found Chip #2.
Found Chip #3.
Found Chip #4.
Found Chip #5.
Found Chip #6.
Found Chip #7.
Found Chip #8.

Watchdog Reset

Please wait.../

ZENO-3200 using ZENOSOFT V1.85H-1403B2-1.1 Feb 22 1999
15:21:33 CS B300 © copyright 1995-1999, Coastal Environmental
Systems, Seattle, WA, USA.

System Time = 00/01/05 18:56:16
Initializing Zeno 3200.../

NOTE! The System Time will be the current Zeno date and
time.

Disconnect from the Zeno.

IF THE CHANGE IS DONE LOCALLY INSTEAD OF REMOTELY
ADD THE FOLLOWING STEPS:

Between steps 12 and 13 above, add:
A. Enter “I<cr>" to go to the System Load Menu
B. Enter “xt<cr>" to transmit the configuration file to the local pc.

C. After the configuration file is received, enter “z<cr>" to return to
the Zeno Program Menu.

VI. Attachments:

None.




