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Date 

Completed 
(dd/Month)

Service Time 
(hours)

Tasks
For each priority item insert new line (row) for each date/time entry

1 MPL Install replacement power diode in MPL
Diode replaced. Mike working with Tim Martin - On going.

2 TSI Install repaired TSI.
12 Camera not holding ip address, burnt wiring on in main unit Unit 

failed
3 HOGEN Inspect and repair water treatment plant.

5-Feb-09 8 Completed Water curculation pump replaced 7Feb08 Wate tank 
upper level switch failed and has been replaced.

4 MWR Replace MWR dew blower temp sensor or entire assembly.
6-Feb-09 1.5 Faulty temp sensor replaced and tested.

5 MMCR Install LNA switch (spare from Darwin).
4-Feb-09 1 Completed 

6 NETWORK Upgrade network as per Eagan procedures.
Observers PC movedto 198.129.81.244 Sort equipment for the 
job.

7 LGR Inspect old Zeno logger canister on site - barometer inside? WD#?

6-Feb-09 1 Inpected  Logger canister ser# 035 (WD25942) Logger - zeno 
3200 ser 048 (WD25952)  No barometer

Low prority items below

8 CEIL Troubleshoot CEIL PC OS as per Eagan procedure

SHIPPING List items to be shipped following visit
MWR Ship old replaced MWR blower assembly to Darwin for repair.

MPL Ship old replaced MPL power diode to SGP for repair.

FUTURE 
NEEDS

List items/tasks for future visits (spares, etc.)

Task Summary:
MPL, TSI repair.

SITE TASKS

SV-0902M
Final Report

Dates on Site: 04Jan-08Jan
Required Items & Other Actions:
• Ship Libert UPS obtained from Nauru
• Ship repaired TSI from Darwin
• Lorusso purchase kiosk repair parts(mother bd, UPS, etc) and ship to Manus
• Ship network upgrade parts from SGP to Manus
• Purchase and ship spare bins
• Ship Ship VSAT antenna paint using Brough
• CEIL PC OS troubleshooting procedure from Eagan
• Ship new MMCR antenna from PNNL to Manus
• Handcarry MWR dew blower temp sensor to Manus
• Handcarry MMCR LNA Darwin spare to Manus

Site: Manus

Safety:
Major Hazards: Caustic chemicals (KOH), Explosive gas (H2), AC electricity
Hazard Controls: BOM Electrolyser Handbook, BM Electrolyzer Operations/Maintenance Training, 
ASNZS 4836/2001-Safe Working on LV Electrical Installations, 2-man rule

When replacing items (e.g., desiccant, filters, etc.), record and report the quantity of spares left on site.

Team Members:
Mike Ryczek, John Glowacki

High priority / usually non-routine Low priority / usually routine Completed
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OTHER Repair Kiosk and install in E-Van for site visitor viewing.

MMCR Install new antenna

VAN Oversee repair of I-Van and D-Van floor

COMS Paint VSAT antenna

OTHER Ruthless inventory and organization of spares


